Wacom 678 UHF Duplexer S/N 6820A
Low Pass Branch Return Loss
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VSWR: 1.019:1
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Wacom 678 UHF Duplexer S/N 6820A
Low Pass Branch Isolation & Insertion Loss
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Isolation: 100.69 dB
Insertion Loss: 1.08 dB
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Wacom 678 UHF Duplexer S/N 6820A
High Pass Branch Return Loss
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VSWR: 1.188:1

Services by DuplexerRepair
(334) 444-6796 www.DuplexerRepair.com



Wacom 678 UHF Duplexer S/N 6820A
High Pass Branch Isolation & Insertion Loss

P 1:Transmission /M Log Mag 20.0 dB/ Ref -60.00 dB
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Isolation: 103.18 dB
Insertion Loss: 1.06 dB
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Wacom 678 UHF Duplexer S/N 6820A
Service, Damage, and Repair Photos

Harness cables/connectors
broken in transit. Had to be
remanufactured to custom
lengths.

Custom replacement
harness cables installed and
tested during final tuning and
testing.Fabricated using
Rg-142 double-shielded, lab
grade cable.
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Wacom 678 UHF Duplexer S/N 6820A
Service, Damage, and Repair Photos

Services by DuplexerRepair
(334) 444-6796 www.DuplexerRepair.com



